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Skyfold® Custom Powerlift Partitions are the 
leaders in retractable wall systems thanks to 
their state-of-the-art designs, ease of use and 
customization to suit all of your particular needs.

Designed to be completely automatic, with flat 
and rigid panels, Skyfold® Custom Powerlift 
Partitions move effortlessly and quietly with a 
simple turnkey operation. As they are stored in 
the ceiling cavity, they make the most efficient 
use of space as no wall pockets are required. 
Rooms can be reconfigured in minutes—not 
hours! In addition, no manual intervention is 
ever needed, making them exceptionally durable. 

Skyfold® Custom Powerlift Partitions come in a 
variety of finishes, including vinyl, glass, fabric, 
stainless steel, wood veneer, tapestry, murals, 
and more.

The Skyfold®  product line gives designers, 
architects, facility managers and owners more 
choices than ever to better design and manage 
their space. 

ADAPTING YOUR SPACE 
    HAS NEVER BEEN 
             SO EASY
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SKYFOLD® CLASSIC™

A

Skyfold® Classic™ is a custom manufactured, completely automatic, rigid, flat and retractable 
acoustic wall partitioning system. 

Skyfold® Classic™ has many advantages over conventional operable wall partitions, starting with 
its ease of use. A simple turnkey operation retracts the partition quietly and effortlessly into the 
ceiling. Its modern design eliminates the need for manual labor to operate the walls. 

 

STATE-OF-THE-ART ACOUSTICS AND MODERN CONVENIENCE 
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Acoustic performance of Skyfold® walls as compared 
to conventional operable walls

Skyfold
®

Regular operable wall

1 year

System Original
STC Rating

2 years 3 years 4 years 5 years

Skyfold® deployment time required compared 
to conventional operable walls

Skyfold
®

Regular operable wall

25' x 9' wall

60' x 20' wall

1 minute 2 minutes 10 minutes 30 minutes 60 minutes




